EyeCom Bullet Camera

SONY 1/3"CCD sensor

380 TV Lines of Horizontal Resolution

Minimum illumination of 0 Lux

Auto Iris Control

3.5~9mm Vari-Focal Lens

Superior Infra - Red Quality outputs optimal effective
distance up to 100 ft. In darkness.

Water proof

Ideal forindoor & outdoor application.

CC - 4800L1

Model Number CC-4800L1

Image Pick-up Device Color SONY 1/3"CCD sensor
Effective Picture Element | NTSC:510(H)x492(V), PAL: 500(H)x582(V)
Horizontal Resolution 380TVlines

Minimum lllumination OLUX @ F2.0 (WithIR)

S/N Ratio More than 48dB

Auto Electronic Shutter | pp . 1Isg;-s1%110,i)%8081gt2l%%%0:\;dtchable
Auto Iris Control Yes

Flickerless Mode NTSC: 1/100s, PAL: 1/120s ON/OFF switchable
Gamma Characteristic 0.45

Lens 3.5~8mm Vari-Focal

Auto Gain Control High / Low switchable

Auto White Balance Yes (2500K~8500K)

Back Light Compensation ON/OFF switchable
Synchronous System Internal, Negative Sync.

Infrared Led 48 PCS

Video Output 1 Vp-p/750hms, BNC connector
Power Supply 12vVDC
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